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Type: Dupline®

Display type
Housing
Type no.
Supply

• 8-, 16- or 32-channel status indicator
• 8-, 16- or 32-dot LED display
• NPN transistor output for loss of Dupline® carrier
• Horizontal or vertical panel mounting, DIN 43700
• AC/DC power supply

Supply Ordering no. Ordering no Ordering no.
8 channels 16 channels 32 channels
8-dot LED 16-dot LED 32-dot LED

24 VAC FK3C 3508 024 FK3C 3616 024 FK4C 3732 024
120 VAC FK3C 3508 120 FK3C 3616 120 FK4C 3732 120
220 VAC FK3C 3508 220 FK3C 3616 220 FK4C 3732 220

12 VDC * * *

Code module FMK A to FMK P FMK A-B to O-P FMK A-D to M-P

*  All AC-types may be supplied with 12 VDC at pins 2 & 3

Product Description
Dupline® display for panel
mounting. Status indication
of 8, 16 or 32 channels in 8-,
16- or 32-segment single-
point LED representation.
Display function normal or

inverted for fast locating of
deviations from normal
operation, e.g. missing start-
up conditions, open doors
and windows, machine fault
annunciation etc.

Ordering Key

Type Selection

Display/Output Specifications
F.3C 3508 ... F.3C 3616 ... F.4C 3732 ...
( 8 channels) (16 channels) (32 channels)

Display
Display format Channel status Channel status Channel status
Display range 8 dots 16 dots 32 dots
Display type LED LED LED
Size of dots 5 x 5 mm 6 x 3 mm 5 x 2 mm
Display colour Red Red Red
Display test None None None
Transmission protocol Binary Binary Binary

Display for Digital Signals
Types FK3C3, FK4C3

FK3C 3508 024
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FK3C3, FK4C3

F.3C 3508 ... F.3C 3616 ... F.4C 3732 ...
( 8 channels) (16 channels) (32 channels)

Output 1 NPN transistor 1 NPN transistor 1 NPN transistor
Output voltage range VBB 4 to 35 VDC (or VDD in) 4 to 35 VDC (or VDD in) 4 to 35 VDC (or VDD in)
Reverse-polarity protection Yes Yes Yes
Current per output ≤ 100 mA ≤ 100 mA ≤ 100 mA
Short-circuit protection None None None
Built-in protective diodes None None None
Off-state leakage current ≤ 100 µA ≤ 100 µA ≤ 100 µA
Output voltage drop ≤ 1.5 V ≤ 1.5 V ≤ 1.5 V
Cable length ≤ 3 m ≤ 3 m ≤ 3 m
Dielectric voltage

Output - Dupline® None None None
Output connection 2.8 mm faston 2.8 mm faston 2.8 mm faston

Dupline® connection 2.8 mm faston 2.8 mm faston 2.8 mm faston
Response time < 2 pulse trains < 2 pulse trains < 2 pulse trains

Display/Output Specifications (cont.)

Supply Specifications General Specifications

Power supply AC types Overvoltage cat. III (IEC 60664)
Operational voltage

through pins A1 & A2 220 230 VAC +6%, -15% (IEC 60038)
120 120 VAC ± 10% (IEC60038)  
024 24 VAC ± 10% 

Frequency 45 to 65 Hz
Voltage interruption ≤ 40 ms
Rated operational power Typ. 6 VA
Rated impulse withstand 

voltage 220 4 kV
120 2.5 kV
024 800 V

Dielectric voltage
Supply - Dupline® ≥ 2 kVAC (rms)
Supply - Output ≥ 2 kVAC (rms)

Alternative DC supply Overvoltage cat. III (IEC 60664)
Operational voltage (VDD in)

through pins 2 & 3
FK... 12 VDC ± 10% 

(ripple included)
Reverse polarity protection Yes
Rated operational current

FK3C 3508 ≤ 125 mA
FK3C 3616 ≤ 250 mA
FK4C 3732 ≤ 500 mA

Inrush current ≤ 1 A
Transient protection voltage 800 V
Dielectric voltage

Supply - Dupline® None
Supply - Output None

Supply connection 2.8 mm faston

Output-off delay
upon loss of Dupline® carrier ≤ 3 s, (LCD  irregular 

display indication)
Power ON delay Undefined ≤ 1 s
Indication for

Loss of Dupline® carrier LED, red
Environment

Degree of protection IP 40
Pollution degree 3 (IEC 60664)
Operating temperature 0° to +50°C (+32° to +122°F)
Storage temperature -20° to +60°C (-4° to +140°F)

Humidity (non-condensing) 20 to 80%
Mechanical resistance

Shock 15 G (11 ms)
Vibration 2 G (6 to 55 Hz)

Dimensions
Material
(see "Technical Information") F.3C:   96 x 48 - Housing

F.4C: 144 x 48 - Housing
Weight

F.3C 3508 300 g
F.3C 3616 300 g
F.4C 3732 400 g

Approvals CSA, UL
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Operation Diagram

FK3C3, FK4C3

Mode of Operation
8-, 16- or 32-channel status
indicator with LED dot dis-
play.

The displays are used to
monitor 1, 2 or 4 Dupline®

channel groups.

The output dots turn on when
the respective channels of
the selected channel groups

are activated by transmitters.
Each dot represents the sta-
tus of one Dupline® chan-
nel. The lowest figure on the
front plate indicates the low-
est channel of the first chan-
nel group and the highest
figure indicates the highest
channel of the last channel
group selected by the code
module.

In case of Dupline® carrier
loss the fault LED and the
output (pins 2 & 5) turn on.
Reaction time typically 1 s.

Note:
• Upon loss of Dupline®

carrier the channel dots of
an LED display turn off. 

• If DC-supplied displays are
used the length of the sup-
ply bus must not  exceed
3 m in order to avoid distur-
bances unbalancing the
Dupline®. 

Power supply

Dupline® carrier

Transmission on lowest chan.

Dot no. 1

Transmission on highest channel

Highest dot no.

Fault LED/output

Wiring Diagrams

AC supply

Output
load

VDD in

DC supply

VBB

Output
load

S: signal wire

Additional Information Accessories
Scope of supply:

1 x Display F..C...
1 x Front plate for horizontal mounting
1 x Front plate for vertical mounting

For further information refer to "Accessories".

AC supply

S: signal wire
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О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

