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              FIGURE 1 
 

   1. INTRODUCTION 
 
Contacts can be safely removed from a housing cavity and reinserted into a new position by using the 
extraction tooling shown in Figure 1. This instruction sheet covers the use of the SAMTEC Extraction Tool 
CAT-EX-169-01 and Lance Reset Tool CAT-RE-169-01.  These tools are intended to aid in the removal of the 
C-203, Micro Mate contacts from housings and reset the lance position of the removed contact. 
  
2. CUSTOMER SERVICE 
 
Further tooling and product application assistance is available by contacting the Samtec Application 
Service Line-( 1-800-SAMTEC9) 8:00 AM to 5:00 eastern time.  To expedite your inquiry, have the 
pertinent part numbers for the product and tooling. 
 
 
3. DESCRIPTION 
 
Each tool handle is marked with the contact number for which it was designed. Make sure it matches the 
product numbers you are working with.  
 
The Micro Mate contact has a retaining lance that can be released through an access cavity located on the 
top and bottom of the housing as shown in Figure 2. The Extraction Tool is inserted into the cavity to 
depress the lance the correct amount for contact removal.  
  
CAUTION- Do not use any unintended tools to release the lance. This can cause damage to the lance and 
weaken its ability to retain the reinserted contact in the housing. 
 
The lance reset tool is used to adjust the height of the contact lance height, if necessary, after extraction. 
This assures that the lead retention force will be correct after reinsertion.  
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                                                                 FIGURE 2                                                                                                               
 
4. EXTRACTION PROCEDURE 
  
The following steps are recommended: 
 

1. Push the desired lead forward in its cavity towards the mating face. This will provide clearance for 
the lance to be depressed. 

 
2. From the top or bottom of the housing insert the Extraction Tool into the lance cavity as shown in 

Figure 2. This is typical for all contacts. 
 
3. Maintain pressure against the locking lance then grip the lead and pull the contact from its cavity. 

 

 
FIGURE 3 
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5. LOCKING LANCE RESET PROCEDURE 
  
Before reinserting an extracted contact, it is necessary to check the lance height to assure the proper 
retention in the housing as shown if Figure 3.  The lance height should be .012 to .015 high. If adjustment 
is necessary, proceed as follows: 
 

1. Align the reset tool so that the ramp is facing the open portion of the locking lance. 
 

2. Slide the reset ramp under the locking lance until the height appears to be correct. 
 
3.    Recheck the lance height. Repeat this setting procedure if necessary. 

 
6. CONTACT REINSERTION 
 
In all rows the locking lance must be facing away from the central rib to correctly engage the contact in 
the cavity. Push the contact straight into the cavity until an audible click is heard. Give the lead a light tug 
to confirm that the contact is locked in place. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 

гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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Перечень производителей, продукцию которых мы поставляем 

на российский рынок 
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С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

