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Description 

 
Connector
Pin # 

 
(V+) Supply voltage positive 

terminal 

 
4 

 
(V-) Supply voltage negative 

terminal 

 
8 

 
Key switch (+):  When V+ is 

applied this switch operates the 
gauge display. 

 
6 

 
FET output:  MOSFET (0.5A) 

open drain type internally tied to 
V-. 

 
7 

 
Hour Meter Enable (+):  When 

V+ applied, accumulation of 
time occurs when key switch on 
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Technical Specifications 
 

 
Operating Voltage Range 12V nominal voltage, +/- 25% 

Operating Current Range Nominal- 19 mA, maximum 35 

mA.  Values reflect key switch in "on" position 

Display: LCD with 10-segment bar and 5 digit numeric 

(5mm high) 

Hour Meter Range & Resolution: 99,999 Total Hours 

Hardware: Mounting Bracket 

Panel Cutout: 52 mm / 2 1/16" diameter 

Shock SAE J 1378 Amplitude 

44-55 g, half sine, 9-13 ms duration 

Vibration SAE J 1378 Double amplitude of 1.53mm with 

frequency sweep for 10-80-10 Hz (20 g max) at 1 minute 

intervals 

Storage Temperature:  -50°C to +90°C 

Operating Temperature:  -40°C to +85°C 

Humidity: 95% RH (non-condensing) 

IP Rating: 65 Front & Rear with AMP connector installed 

 

 



Maintenance 
 
The enGage™II 3000 Series is not serviceable. 
 
 

Safety Instructions 
 

�  This instrument was manufactured and tested 
according to the applicable technical standards. It 
complies with all the safety regulations as shipped 
from the factory. 
�  Installation and startup must be performed by skilled 
personnel. 
�  Failure to install and operate the unit in accordance 
with these instructions may result in damage or injury. 
�  If safe operation of the instrument can no longer be 
ensured, stop and secure it against accidental 
operation. 
�  If instrument failure or malfunction may cause 
personal injury or material damage, use additional 
safety measures such as limit switches, guards, etc. 
�  Read the Operating Instructions carefully before 
startup. 
�  Note the safety instructions marked with this 
warning symbol in this manual. 
 
 

Guarantee 
 

Curtis Instruments’ products and/or components are 
guaranteed against defects in workmanship and 
material for a period of two years, or as defined in the 
individual product literature, from date of shipment 
from our factory, when applied in a proper application 
within specified ratings. This guarantee is limited to 
repair or replacement F.O.B. our factory. There is no 
further warranty or implied representation, guarantee, 
promise or agreement as to any Curtis Instruments 
product and/or component. Curtis Instruments, Inc., 
cannot assume responsibility or accept invoices for 
unauthorized repairs to its products and/or 
components, even though defective. In no case will 
Curtis Instruments’ responsibility extend to products, 
components or equipment not of its manufacture. 
Under no circumstances shall Curtis Instruments, Inc. 
be liable for any special or consequential damages or 
loss of profits or other damages. Returned goods will 
not be accepted unless identified by a Curtis Return 
Material Authorization (RMA). All specifications are 
subject to change without notice. 

LCD Icons 
  Battery Icon – Repeatedly flashes when voltage 

too low/high.  No flash indicates voltage within 
programmed limits. 

 
 

Sender Troubleshoot 
 

Voltage Monitor Function 
 

 
Problem 

 
Possible Cause 

 
No Display 

 

 
Terminals not connected. 
Improper voltage. 

 
Stays At FULL 

 
Instrument voltage does not 
match battery voltage.  V+ 
connected to wrong terminal. 

 
Stays at EMPTY 

 
 

 
Instrument voltage does not 
match battery voltage.  V+ 
connected to wrong terminal 
 

 
Notes 

 
1. Mating connector; 8-pin AMP, P/N 794821-1 

with UL rating 94V-0.  Interface seal, P/N 
794772-0.  Wire seal 794758-1, Pins 
P/N770904-X for #18-24 AWG. 

2. Material:  Case-polycarbonate, lens-clear 
polymethylmethacrylat (PMMA) cover, 
overlay and mounting bracket-polycarbonate. 

3. This unit is designed for a mounting panel 
thickness of 0.8mm-6.4mm. 

4. Panel cutout:  52mm diameter dash panel 
hole. 
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             Wiring Diagram 

Installation 
 
Caution! 
 
Bracket has been designed to remain 
secured to the gauge upon proper 
installation. Once installed correctly, attempts 
to remove bracket from gauge may result in 
damage to the bracket. 
 
Curtis enGage™ II instruments are mounted 
in a 52mm round cutout. Serrations on the 
barrel of the gauge, combined with the 
mounting bracket provided, insure fast and 
trouble free installation. To insure proper 
installation, the 2 locking tabs on either side 
of the inner diameter of the bracket should 
align with the serrations on the barrel of the 
gauge (see drawing above). Next, slide the 
bracket over the barrel of the gauge and 
press it firmly against back of panel. You 
should hear the tab sliding over the 
serrations. 
 
Curtis enGage™ II mates with an 8-pin AMP 
connector (AMP pins P/N 770904-X FOR 
#18-24 AWG P/N 794821-1).   A 
preassembled mating connector kit (Curtis 
P/N 17633308-03=AMP) with crimp-connect 
terminated wires (approx. 127mm in length) is 
also available. 
 
 

 
Output and Warning LED 

 
 

 
Function 

 
LED 

Activated 

       
FET  

Opens 

 
Voltage 

 
2nd LMB & 

RMB 
 

2nd LMB & 
RMB 

 
 
 

KEY 
 

1. RMB = Right Most LCD Bar  

2. LMB = Left Most LCD Bar. 

 
 
 
 
 
 

 

Installation Procedure 
 

1.  Mount unit in standard SAE round cutout. 

2.  Connect supply voltage to pins indicated:   

(V+) pin 4, (V-) pin 8. 

3.  Connect pin 6, as appropriate for key switch, to 

enable gauge display. 

4.  Connect pin 3 as appropriate to activate the hour 

meter. 

5.  Connect pin 7 to an appropriate controller for audio, 

visual, horn, or other warning device (load).  Caution:  
Max current draw on warning device is 0.5 Amps. 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 

 

treyd6
Sticky Note
Accepted set by treyd6



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

