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Surface Mount – 1500W  >  1.5SMC series

1.5SMC Series

Please refer to http://www.Littelfuse.com/series/1.5SMC.html for current information.

1.5SMC Series

TVS devices are ideal for the protection of I/O Interfaces, 
VCC bus and other vulnerable circuits used in Telecom, 
Computer, Industrial and Consumer electronic applications.

Applications

applications to optimize 
board space

 
ΔV

junction

resistance
 less than 1μA 

above 13V

260°C/40 seconds at 
terminals

Features

Description

Value Unit

TA 1500

A=50OC 6.5

I 200 A

 V 3.5/5.0 V

T ,  T °C

15

to Ambient 75

Notes:

A = 25O

4. V <3.5V for V  _< 200V and V <5.0V for V _> 201V.

Maximum Ratings and Thermal Characteristics 
(TA=25OC unless otherwise noted)

Agency Approvals

AGENCY AGENCY FILE NUMBER

E230531

RoHS
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1.5SMC Series

Please refer to http://www.Littelfuse.com/series/1.5SMC.html for current information.

Electrical Characteristics

Part  
Number 

(Uni)

Part  
Number 

(Bi)

Marking

Reverse
Stand off
Voltage 

V
R

(Volts)

Breakdown 

Voltage V
BR

 (Volts) @ I
T

Test 

Current

I
T
 

(mA)

Maximum 
Clamping 
Voltage V

C
  

@  I
pp

  
(V)

Maximum 
Peak 
Pulse 

Current I
pp

  
(A)

Maximum 
Reverse 

Leakage I
R
 

@ V
R

(μA)

Agency 
Approval

UNI BI MIN MAX

6.45 7.14 10 10.5 1000 X
7V5A 7V5C 6.40 7.13 10 11.3 134.5 500 X

7.02 10 12.1 125.6 200 X
1 13.4 113.4 50 X

10A 10C 10.50 1 14.5 10 X
11A 11C 10.50 11.60 1 15.6 5 X
12A 12C 10.20 11.40 12.60 1 16.7 5 X
13A 13C 11.10 12.40  13.70 1 1 X
15A 15C 14.30 1 21.2 71.7 1 X
16A 16C 13.60 15.20 1 22.5 67.6 1 X

15.30 17.10 1 25.2 60.3 1 X
20A 20C 17.10 21.00 1 27.7 1 X
22A 22C 23.10 1 30.6 1 X
24A 24C 20.50 25.20 1 33.2 1 X
27A 27C 23.10 25.70 1 37.5 40.5 1 X
30A 30C 25.60 31.50 1 41.4 36.7 1 X
33A 33C 31.40 34.70 1 45.7 33.3 1 X
36A 36C 34.20 1 30.5 1 X

33.30 37.10 41.00 1 1 X
43A 43C 45.20 1 25.6 1 X
47A 47C 40.20 44.70 1 23.5 1 X
51A 51C 43.60 53.60 1 70.1 21.7 1 X
56A 56C 53.20 1 77.0 1 X
62A 62C 53.00 65.10 1 1 X

64.60 71.40 1 16.5 1 X
75A 75C 64.10 71.30 1 103.0 1 X

70.10 1 113.0 13.5 1 X
1 125.0 12.2 1 X

100C 105.00 1 137.0 11.1 1 X
75A 110C 105.00 116.00 1 152.0 10.0 1 X
120A 120C 102.00 114.00 126.00 1 165.0 1 X
130A 130C 111.00 124.00 137.00 1 1 X
150A 150C 143.00 1 207.0 7.3 1 X
160A 160C 136.00 152.00 1 1 X
170A 170C 145.00 162.00 1 234.0 6.5 1 X

154.00 171.00 1 246.0 6.2 1 X
200A 200C 171.00 210.00 1 274.0 5.5 1 X
220A 220C 231.00 1 4.6 1 X
250A 250C 214.00 237.00 263.00 1 344.0 4.4 1 X
300A 300C 256.00 315.00 1 414.0 3.7 1 X
350A 350C 300.00 332.00 1 3.2 1 X
400A 400C 342.00 420.00 1 1 X
440A 440C 376.00 462.00 1 602.0 2.5 1 X

456.00 504.00 1 2.3 1 X
510A 510C 434.00 535.00 1 2.1 1 X
530A 530C 477.00 503.50 556.50 1 725.0 2.1 1 X
540A 540C 513.00 567.00 1 740.0 2.0 1 X
550A 550C 522.50 577.50 1 760.0 2.0 1 X

 of 10 volts and less, the I  limit is double.

 is ± 10%
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1.5SMC Series

Please refer to http://www.Littelfuse.com/series/1.5SMC.html for current information.

Ratings and Characteristic Curves (TA=25°C unless otherwise noted)
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Figure 1 - Peak Pulse Power Rating Figure 2 - Pulse Derating Curve

Figure 3 - Pulse Waveform Figure 4 - Typical Junction Capacitance

Figure 5 - Steady State Power Dissipation Derating 
Curve
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Figure 6 - Maximum Non-Repetitive Peak Forward 
Surge Current Uni-Directional Only
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1.5SMC Series

Please refer to http://www.Littelfuse.com/series/1.5SMC.html for current information.

Physical Specifications

Weight

Case

Polarity
Color band denotes positive end 

Terminal

Dimensions

Environmental Specifications

Temperature Cycle

Pressure Cooker

High Temp. Storage

HTRB

Thermal Shock

Soldering Parameters

Te
m

pe
ra

tu
re

 (T
)

Time (t)

Ts(min)

Ts(max)

TL

TP

ts
Preheat

tL

tp

Ramp-up Critical Zone
TL to TP

Ramp-down

t 25˚C to Peak
25˚C

Reflow Condition

Pre Heat

- Temperature Min (T
s(min)

) 150°C 

- Temperature Max (T
s(max)

) 200°C

- Time (min to max) (t
s
)

Average ramp up rate (Liquidus Temp 

(T
L
) to peak

T
S(max)

 to T
L
 - Ramp-up Rate

Reflow
- Temperature (T

L
) (Liquidus) 217°C 

- Time (min to max) (t
s
)

Peak Temperature (T
P
) 260  °C

Time within 5°C of actual peak 

Temperature (t
p
)

Ramp-down Rate

Time 25°C to peak Temperature (T
P
)

Do not exceed

Dimensions
Inches Millimeters

Min Max Min Max

A 0.114 0.126 3.200

0.260 6.600 7.110

C 0.220 0.245 6.220

0.103 2.060 2.620

0.030 0.060 0.760 1.520

0.203

0.305 0.320 7.750

0.006 0.012 0.152 0.305

I 3.300

2.400

K 0.165 4.200

2.400

DO-214AB (SMC J-Bend)

Cathode Band

B

F

G

H

E

C

D

A

I

LKJ
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1.5SMC Series

Please refer to http://www.Littelfuse.com/series/1.5SMC.html for current information.

Part Numbering System

Packaging

Part number
Component  

Package 
Quantity

Packaging
Option

Packaging 
Specification

3000

VOLTAGE

BI-DIRECTIONAL

5% VOLTAGE TOLERANCE

SERIES

1.5SMC XXX C A

Part Marking System

F

X
X

X

Marking Code
Littelfuse Logo

Cathode Band



 

гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 

 

treyd6
Sticky Note
Accepted set by treyd6



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

