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MODEL:  PJ-037AH-SMT │ DESCRIPTION:  DC POWER JACK

FEATURES
• 2.0mm center pin
• 5.0 A rating
• horizontal orientation
• surface mount (SMT)

SPECIFICATIONS
parameter conditions/description min typ max units

rated input voltage 16 Vdc

rated input current 5 A

contact resistance1 between terminal and mating plug
between terminal in a closed circuit

50
30

mΩ
mΩ

insulation resistance at 500 Vdc 100 MΩ

voltage withstand at 50/60Hz for 1 minute 500 Vac

insertion/withdrawal force 0.3 3 kg

terminal strength any direction for 10 seconds 500 g

operating temperature -25 85 °C

life 5,000 cycles

fl ammability rating UL94V-0

RoHS 2011/65/EU
Notes: 1. When measured at a current of less than 100 mA/1 kHz
 2. Add suffi x “-TR” to the model number for tape & reel packaging

SOLDERABILITY
parameter conditions/description min typ max units

refl ow soldering see refl ow profi le 255 260 265 °C

120

50

270
260
250
240

217

180

120

60

70 140  250 340 380 430
60 120 180 240 300 360 420 480

°C

Time (second)

RoHS
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3
2

1

4.50 0.177

A

(TYP)
3.40 0.134

0.30

0.3549.0

0.43311.0

0.256

0.2486.30

6.50

0.0792.0

0.10 0.004
(TYP) 0.07

10.7 0.421

3.2 0.126
3.1 0.122

3.50 0.138

14.5 0.571

0.0631.60

2.6 0.102

6.8 0.268
(2 PLCS)

13.6 0.535

3.00 0.118 0.6 0.024

2.00 0.079

9.0 0.354

10.7 0.421

3.2 0.126 3.1 0.122

1.1 0.043

4.8 0.189

(2 PLCS)

(2 PLCS)

3

2

1

3.30X4.40

3.90X6.20

1.00X3.00

1.00X1.50

60°

6.8 0.268
(2 PLCS)

0.7 0.028

3
1

2

0.598
0.30

0.0631.6

15.20

1.70 0.067

0.80 0.031

4.8 0.1891.1 0.043

DETAIL A 

2.50 0.098

MECHANICAL DRAWING

MATERIAL PLATING

center pin copper nickel plated

terminal 1 brass silver plated

terminal 2 copper alloy silver plated

terminal 3 brass silver plated

plastic PA6T

units: mm[inches]
tolerance:
X.X ±0.2mm
X.XX ±0.1mm
X.XXX ±0.05mm

Note: 1. All specifi cations measured at 10~35°C, humidity at 45~85%, under standard atmospheric pressure, unless otherwise noted.

SCHEMATIC

Model PJ-037AH-SMT

Center Pin Ø2.0 mm

RECOMMENDED
PCB LAYOUT
(Top View) MATING PLUG

Jack Insertion Depth: 9.15 mm
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CUI offers a one (1) year limited warranty.  Complete warranty information is listed on our website.

CUI reserves the right to make changes to the product at any time without notice.  Information provided by CUI is believed to be accurate and reliable.  However, no responsibility is 
assumed by CUI for its use, nor for any infringements of patents or other rights of third parties which may result from its use.

CUI products are not authorized or warranted for use as critical components in equipment that requires an extremely high level of reliability.  A critical 
component is any component of a life support device or system whose failure to perform can be reasonably expected to cause the failure of the life support device or system, or to 
affect its safety or effectiveness.

Headquarters
20050 SW 112th Ave.
Tualatin, OR 97062
800.275.4899

Fax 503.612.2383
cui.com
techsupport@cui.com

rev. description date

1.0 initial release 02/02/2007
1.01 added TR package option 11/07/2012
1.02 applied new spec template, updated center pin material 08/21/2013

The revision history provided is for informational purposes only and is believed to be accurate.

REVISION HISTORY



 

гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

