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FDH20N40 / FDP20N40 
20A, 400V, 0.216 Ohm, N-Channel SMPS Power MOSFET

Applications

Switch Mode Power Supplies(SMPS), such as 

• PFC Boost

• Two-Switch Forward Converter

• Single Switch Forward Converter

• Flyback Converter

• Buck Converter

• High Speed Switching

Features
• Low Gate Charge Qg results in Simple Drive

Requirement

• Improved Gate, Avalanche and High Reapplied dv/dt
Ruggedness

• Reduced rDS(ON)

• Reduced Miller Capacitance and Low Input Capacitance

• Improved Switching Speed with Low EMI

• 175°C Rated Junction Temperature

Absolute Maximum Ratings  TC = 25°C unless otherwise noted 

Thermal Characteristics

Symbol Parameter Ratings Units
VDSS Drain to Source Voltage 400 V
VGS Gate to Source Voltage ±30 V

ID

Drain Current
20 AContinuous (TC = 25oC, VGS = 10V) 

Continuous (TC = 100oC, VGS = 10V) 14 A
Pulsed (Note 1) 80 A

PD
Power dissipation
Derate above 25oC

273
1.82

W
W/oC

TJ, TSTG Operating and Storage Temperature -55 to 175 oC
Soldering Temperature for 10 seconds 300 (1.6mm from case) oC
Mounting Torque, 8-32 or M3 Screw 10ibf*in (1.1N*m)

RθJC Thermal Resistance Junction to Case 0.55 oC/W
RθCS Thermal Resistance Case to Sink, Flat, Greased Surface 0.24 oC/W
RθJA Thermal Resistance Junction to Ambient (TO-247) 40 oC/W
RθJA Thermal Resistance Junction to Ambient (TO-220) 62 oC/W
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Package Marking and Ordering Information

Electrical Characteristics TC = 25°C (unless otherwise noted)

Statics

Dynamics

Avalanche Characteristics

Drain-Source Diode Characteristics

Notes:
1: Repetitive rating; pulse width limited by maximum junction temperature
2: Starting TJ = 25°C, L = 5.5mH, IAS = 20A

Device Marking Device Package Reel Size Tape Width Quantity
FDH20N40 FDH20N40 TO-247 Tube - 30

FDP20N40 FDP20N40 TO-220 Tube - 50

Symbol Parameter Test Conditions Min Typ Max Units

BVDSS Drain to Source Breakdown Voltage ID = 250µA, VGS = 0V 400 - - V

∆BVDSS/∆TJ Breakdown Voltage Temp. Coefficient
V/°C Reference to 25°C
 ID = 1mA

- 0.43 -

rDS(ON) Drain to Source On-Resistance VGS = 10V, ID = 10A - 0.200 0.216 Ω
VGS(th) Gate Threshold Voltage VDS = VGS, ID = 250µA 2.0 3.5 4.0 V

IDSS Zero Gate Voltage Drain Current
VDS = 400V TC = 25oC - - 25

µA
VGS = 0V TC =150oC - - 250

IGSS Gate to Source Leakage Current VGS = ±20V - - ±100 nA

gfs Forward Transconductance VDS = 50V, ID = 10A 10 - - S

Qg(TOT) Total Gate Charge at 10V VGS = 10V
VDS = 320V
ID = 20A

- 35 42 nC

Qgs Gate to Source Gate Charge - 10 12 nC

Qgd Gate to Drain “Miller” Charge - 12 14.4 nC

td(ON) Turn-On Delay Time VDD = 200V
ID = 20A
RG = 10Ω
RD = 15.4Ω

- 12.4 - ns

tr Rise Time - 32.5 - ns

td(OFF) Turn-Off Delay Time - 30 - ns

tf Fall Time - 34 - ns

CISS Input Capacitance
VDS = 25V, VGS = 0V
f = 1MHz

- 1840 - pF

COSS Output Capacitance - 245 - pF

CRSS Reverse Transfer Capacitance - 18 - pF

EAS Single Pulse Avalanche Energy (Note 2) 1100 - - mJ

IAR Avalanche Current - - 20 A

IS
Continuous Source Current
(Body Diode)

MOSFET symbol
showing the
integral reverse
p-n junction diode.

- - 20 A

ISM
Pulsed Source Current (Note 1)
(Body Diode)

- - 80 A

VSD Source to Drain Diode Voltage ISD = 20A - 0.9 1.2 V

trr Reverse Recovery Time ISD = 20A, dISD/dt = 100A/µs - 351 456 ns

QRR Reverse Recovered Charge ISD = 20A, dISD/dt = 100A/µs - 4.5 5.85 µC
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Typical Characteristics

Figure 1.  Output Characteristics Figure 2.  Output Characteristics

Figure 3.  Transfer Characteristics Figure 4.  Normalized Drain To Source On 
Resistance vs Junction Temperatrue

Figure 5.  Capacitance vs Drain To Source Voltage Figure 6.  Gate Charge Waveforms For Constant 
Gate Current

1

10

100

1 10 100

VDS, DRAIN TO SOURCE VOLTAGE (V)

I D
, D

R
A

IN
 T

O
 S

O
U

R
C

E
 C

U
R

R
E

N
T

 (
A

)  TC = 25oC

PULSE DURATION = 80µs
DUTY CYCLE = 0.5% MAX

10V
7V

6.5V
6V

5.5V
5V

VGS DESCENDING

1

10

100

1 10 100

VDS, DRAIN TO SOURCE VOLTAGE (V)

I D
, D

R
A

IN
 T

O
 S

O
U

R
C

E
 C

U
R

R
E

N
T

 (
A

)

PULSE DURATION = 80µs
DUTY CYCLE = 0.5% MAX

 TC = 175oC

10V
7V

6.5V
6V

5.5V
5V

VGS DESCENDING

0

10

20

30

40

2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5

I D
, D

R
A

IN
 C

U
R

R
E

N
T

 (
A

)

VGS, GATE TO SOURCE VOLTAGE (V)

PULSE DURATION = 80µs

DUTY CYCLE = 0.5% MAX
VDD = 50V

 TJ = 175oC  TJ = 25oC

0.0

0.5

1.0

1.5

2.0

2.5

3.0

-50 -25 0 25 50 75 100 125 150 175N
O

R
M

A
L

IZ
E

D
 D

R
A

IN
 T

O
 S

O
U

R
C

E
 O

N
 R

E
S

IS
TA

N
C

E
 

TJ, JUNCTION TEMPERATURE (oC)

VGS = 10V, ID = 10A

PULSE DURATION = 80µs
DUTY CYCLE = 0.5% MAX

1

10

100

1000

1 10 100

C
, C

A
PA

C
IT

A
N

C
E

 (
p

F
)

VDS, DRAIN TO SOURCE VOLTAGE (V)

VGS = 0V, f = 1MHz

COSS

CISS

CRSS

0

5

10

15

0 10 20 30 40 50 60

80V

V
G

S
, G

A
T

E
 T

O
 S

O
U

R
C

E
 V

O
LT

A
G

E
 (

V
)

Qg, GATE CHARGE (nC)

ID = 20A

200V

320V



©2002 Fairchild Semiconductor Corporation FDH20N40 / FDP20N40 Rev. A

F
D

H
20N

40 / F
D

P
20N

40

Figure 7.  Source to Drain Diode Forward Voltage Figure 8.  Maximum Safe Operating Area

Figure 9.  Maximum Drain Current vs Case Temperature

Figure 10.  Normalized Maximum Transient Thermal Impedance

Typical Characteristics
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Test Circuits and Waveforms

Figure 11.  Unclamped Energy Test Circuit Figure 12.  Unclamped Energy Waveforms

Figure 13.  Gate Charge Test Circuit Figure 14.  Gate Charge Waveforms

Figure 15.  Switching Time Test Circuit Figure 16.  Switching Time Waveform
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

