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 -NOTE: ALL DIMENSIONS ARE IN INCHES UNLESS OTHERWISE SPECIFIED- 

- REQUIREMENTS ARE FOR BOTH TUBING & SEALANT UNLESS OTHERWISE SPECIFIED - 
 

CONSTRUCTION 
 
 Product Heavy Wall Heat Shrinkable Tubing of Irradiated 

Polyolefin with Thermoplastic Bonding Layer. 
 

PHYSICAL PROPERTIES 
 
 Shrink ratio 3:1, Approx. 
 Shrink Temperature (Full Recovery) 121oC, Nom. 
 Appearance Homogeneous Surface, Free From  
  Pinholes, Defects, Cracks, And 
  Inclusions 
 Dimensions See Table 1 
 Color (Tubing) Black 
 Color (Sealant)  Natural 
 Sealant Performance The sealant material shall effectively seal the 

enclosed area against moisture. 
 Temperature Rating, Continuous -55ºC to + 90ºC 
 Sealant Softening Point (ASTM E28) 92ºC± 5ºC 
 Low Temperature Flex (ASTM D2671) Pass @ 4 Hrs. @ -55C) 
 Tensile Strength Sizes 21 thru 24: 2100 psi, Min. 
  Sizes 25 thru 26: 2250 psi, Min. 
 Ultimate Elongation Sizes 21 thru 24: 600 psi, Min. 
  Sizes 25 thru 26: 350 psi, Min. 
 

ELECTRICAL PROPERTIES 
 
 Dielectric Strength (ASTMD149)    Sizes 21 thru 24: 500 V/mil, Min.  
        Sizes 25 thru 26: 350 V/mil, Min. 

Dielectric Constant (Tubing)  2.90, Nominal 
Volume Resistivity (ASTM D257)   Sizes 21 thru 24: 1016 Ohm-cm   

        Sizes 25 thru 26: 1015 Ohm-cm 
 Volume Resistivity (Sealant)    1014  Ohm-Cm, Min. 

 
FLAMMABILITY 

 
 Flammability      Not Flame Rated 
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CHEMICAL PROPERTIES  
 
 Specific Gravity (ASTM D792)   1.09 
 Water Absorption (ASTM D570)    0.1%, Max.  
 Water Absorption (Sealant)    0.1% Max 
 Water Penetration (ASTMD706)    No Penetration @ 236 hrs., Continuous Immersion 
 Corrosion Resistance (ASTM D2671)    Pass 
 Fungus Resistance (ASTM G-21) Pass 
 Color Stability (AMS-DTL-23053/15) Pass  
 Fluid Resistance (AMS-DTL-23053/15)   Pass @ 24 Hours @ Room Temperature for: 
    MIL-A-8243 Deicing Fluid 
    MIL-H-5606 Hydraulic Fluid 
    MIL-T-5624 JP-8 
    MIL-L-7808 Lubricating Oil 
    MIL-L-23699 Lubricating Oil 
    Immersion in 5% NaCl Solution 
 Retained Tensile/ Elongation   
 After Immersion In Fluids (AMS-DTL-23053/15) 750 psi/100% Min. 
 
    

OTHER SPECIFICATIONS 
 
 Military       ASM-DTL-23053, As Defined Here-In 
 
 
 

TABLE 1: DIMENSIONAL INFORMATION 
Alpha Part 
Number 

Supplied ID, 
Min. 

Recovered 
ID, Max. 

Recovered Wall 
Thickness, Nom.1

FIT-700-21 0.75 0.24 0.09 
FIT-700-22 1.10 0.35 0.12 
FIT-700-23 1.50 0.47 0.16 
FIT-700-24 2.00 0.63 0.16 
FIT-700-25 3.00 1.25 0.16 
FIT-700-26 4.50 1.75 0.16 

 
 
 
 

TABLE 3: CUT LENGTH TOLERANCE INFORMATION 
FIT Tubing Diameter, 

Inches 
FIT Tubing Length, 

Inches 
1.7 – 2.75 3.5 – 6.7 

To 12-Inches ±⅛ ±¼ 
 

                     
1 Nominal recovered wall thickness is for the uncoated material; add 0.05-inches to include coating 
thickness. 
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О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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Перечень производителей, продукцию которых мы поставляем 

на российский рынок 
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С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

