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PRELIMINARY

Parameter Min Typ Max Remarks
Input voltage 36Vdc 48Vdc 76Vdc Continuous
Output current

FIAM1xxx 10A
FIAM2xxx 20A

Inrush limiting .014A/µF
Transient immunity 1µsec duration

Bellcore TR-NWT-000499 200V 5.0µsec rise time, 50µsec duration surge
ETS 300 386-1 Class 2 200V 1-100nsec burst  

250V
EMI When used with Vicor 2nd Generation

Bellcore GR-001089-Core Issue 2 48Vin DC-DC converters     
EN 55022 Level B
FCC Part 15 Level B

Dielectric withstand 1,500Vrms Input/Output to Base
2,121Vdc Input/Output to Base

Efficiency 96 97.5 Internal voltage drop is 1.4 max.
@ 20A, 100°C baseplate

Reverse polarity protection No damage to module, 
external fuse required

ON/OFF control
Enable (ON) 0.0Vdc 1.0Vdc Referenced to –Vout.
Disable (OFF) 3.5Vdc 5.0Vdc 100kΩ internal pull-up resistor

External capacitance See illustration on page 2.  
FIAM1xxx 10µF 150µF  100V
FIAM2xxx 100µF 330µF  100V

Safety approvals UL 1950, CSA 22.2-950, EN 60950
Weight 3.1 (88) 4 (113) ounces (grams)
Warranty 2 years

Parameter Rating Unit Notes
+In to –In 80 Vdc Continuous
+In to –In 100 V 100ms
+Out to –Out 75 Vdc Continuous
Mounting torque 5(0.57) in-lbs 6 each, #4-40 or M3
Pin Soldering temperature 500 (260) °F(°C) <5 sec; wave solder
Pin Soldering temperature 750 (390) °F(°C) <7 sec; hand solder
Storage temperature C–, T–Grade -40 to +125 °C
Operating temperature C–Grade -20 to +100 °C Baseplate
Operating temperature T–Grade -40 to +100 °C Baseplate

Features
• EMI filtering-Class B
• Transient protection
• Low profile mounting options
• 10 and 20 Ampere versions
• UL, CSA, EN compliance
• Mini-size package
• Inrush current limiting

Product Highlights
The FIAM is a DC front-end module
providing transient protection, inrush current
limiting and Class B EMI filtering in a Mini-
size package. The FIAM enables designers
using Vicor 2nd Generation, 48Vin DC-DC
converters to meet the transient immunity
and EMI requirements of Bellcore, FCC,
ETSI and European Norms while protecting
system hardware from inrush current. The
FIAM accepts an input voltage of 36-76Vdc,
is available in 10 or 20A versions and
provides reverse polarity protection and
remote on/off.

FIAM is housed in an industry standard "half
brick" module measuring 2.28" x 2.2" x 0.5"
and depending upon model selected, may be
mounted on-board or in-board for height
critical applications.

Compatible Products
• 2nd Generation 48V Input                       

DC-DC converters

Part Number Format

Thermal Resistance

Parameter Typ
Baseplate to sink; flat, greased surface 0.16°C/Watt
Baseplate to sink; thermal pad (P/N 20264) 0.1°C/Watt
Baseplate to ambient 7.9°C/Watt
Baseplate to sink; 1000 LFM 2.2°C/Watt

Data Sheet

FIAMTM

Filter Input Attenuator Module

45

Shown actual size:
2.28 x 2.2 x 0.5 in

57,9 x 55,9 x 12,7 mm

Specifications
(typical at TBP = 25C, nominal line, 75% load, unless otherwise specified)

Absolute Maximum Rating

FIAM 1 C 1 1

Product

Type
1 = 10A
2 = 20A

Baseplate
1 = Slotted
2 = Threaded
3 = Thru-hole

Pin Style
1 = Short
2 = Long

Product Grade
C = –20 to +100
T = –40 to +100
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PRELIMINARY

2nd Generation
48Vdc Input

DC-DC Converters
FIAM
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Note: The FIAM is shown in the on state. To disable, 
open the connection between ON/OFF and –Out.

TRANSORB P/N
20461-120

Conducted Noise

Inrush Limiting Transient Immunity

Transient and Surge Protection

Figure 1—FIAM and Model V48A12C500A DC-DC converter. Figure 2—FIAM and Model V48B24C250A DC-DC converter.

Figure 3—Inrush Limiting: Inrush current with 330µF
external capacitance.
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Figure 4—Transient Immunity: FIAM output response to an
input transient.
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PRELIMINARY

PCB Mounting Specifications

Mechanical Diagram

Converter Pins

No. Function Label

1 +In +

2
No 

NCConnection

3 Ground EMI/GND

4 – In –

5 –Out –

6 ON/OFF ON/OFF 
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9 +Out +
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Torque to:

5 in-lbs
.57 N-m
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10,9
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(Short Pin)
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* Style 1 baseplate only
** Style 2 & 3 baseplates

*** Reserved for Vicor accessories 
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Vicor’s comprehensive line of power solutions includes modular, high 
density DC-DC converters and accessory components, configurable power
supplies, and custom power systems.

Information furnished by Vicor is believed to be accurate and reliable. However, no responsibility is
assumed by Vicor for its use. No license is granted by implication or otherwise under any patent or patent
rights of Vicor. Vicor components are not designed to be used in applications, such as life support systems,
wherein a failure or malfunction could result in injury or death. All sales are subject to Vicor’s Terms and
Conditions of Sale, which are available upon request.

Specifications are subject to change without notice.

Vicor Corporation
25 Frontage Road

Andover, MA, USA 01810
Tel: 800-735-6200

978-470-2900
Fax: 978-475-6715

Email
Vicor Express: vicorexp@vicr.com
Technical Support: apps@vicr.com

Component Solutions 
for Your Power System



 

гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

