
. INPUT OFFSET VOLTAGE : 3mV max. OVER
TEMPERATURE.FREQUENCY COMPENSATION WITH A
SINGLE 30pF CAPACITOR (C1).OPERATION FROM ±5V to ±15V. LOW POWER CONSUMPTION :
50mW AT ±15V.CONTINUOUS SHORT-CIRCUIT PROTEC-
TION.OPERATION AS A COMPARATOR WITH
DIFFERENTIAL INPUTS AS HIGH AS ±30V.NO LATCH-UP WHEN COMMON-MODE
RANGE IS EXCEEDED.SAME PIN CONFIGURATION AS THE
LM101A

DESCRIPTION

The UA748 is a general purpose operational am-
plifier built on a single silicon chip. The resulting
close match and tight thermal coupling gives low
offsets and temperature drift as well as fast recov-
ery from thermal transients.. Short-circuit protection.Offset voltage null capability. Large common-mode and differential voltage

ranges. Low power consumption.No latch-up
The unity-gain compensation specified makes the
circuit stable for all feedback configurations, even
with capacitive loads. However, it is possible to
optimize compensation for best high frequency
performanceatanygain. The low powerdissipation
permits high voltage operation and simplifies pack-
aging in full-temperature range systems.
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PIN CONNECTIONS (top view)

ORDER CODES

Part
Number

Temperature
Range

Package

N D

UA748C 0oC, +70oC • •
UA748I -40oC, +105oC • •
UA748M -55oC, +125oC • •
Example : UA748CN

N
DIP8

(Plastic Package)

D
SO8

(Plastic Micropackage)

PRECISION SINGLE OPERATIONAL AMPLIFIER

UA748

December 1997

1 - Offset null 1 / frequency
compensation
2 - Inverting input
3 - Non-inverting input
4 - VCC

-

5 - Offset null 2
6 - Output
7 - VCC

+

8 - Frequency compensation
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ABSOLUTE MAXIMUM RATINGS

Symbol Parameter UA748M UA748I UA748C Unit

Vcc Supply Voltage ±22 V

Vid Differential Input Voltage ±30 V

Vi Input Voltage ±15 V

Ptot Power Dissipation 500 mW

Output Short-circuit Duration Infinite

Toper Operating Free Air Temperature Range -55 to +125 -40 to +105 0 to +70 oC

Tstg Storage Temperature Range -65 to +150 -65 to +150 -65 to +150 oC

SCHEMATIC DIAGRAM

UA748
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ELECTRICAL CHARACTERISTICS
±5V ≤ VCC  ≤ ±20V, C1 = 30pF, Tamb = +25oC (unless otherwise specified)

Symbol Parameter
UA748I/M UA748C

Unit
Min. Typ. Max. Min. Typ. Max.

Vio Input Offset Voltage (RS ≤ 10kΩ)
Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax.

0.2 2
3

2 7.5
10

mV

Iio Input Offset Current
Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax.

25 75
10

70 250
300

nA

Iib Input Bias Current
Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax.

1.5 10
20

2 50
70

nA

Avd Large Signal Voltage Gain *
(VCC = ±15V, VO ±10V, RL = 2kΩ)

Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax.

50
25

100 25
15

10

V/mV

SVR Supply Voltage Rejection Ratio (RS ≤ 10kΩ)
Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax.

80
80

96 70
70

96
dB

ICC Supply Current, no load
Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax.

1.8 3
3

1.8 3
3

mA

Vicm Input Common Mode Voltage Range (VCC =
±20V)

Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax.

±15
±15

±15
±15

V

CMR Common-mode Rejection Ratio (RS ≤ 10kΩ)
Tamb = +25oC
Tmin. ≤ Tamb ≤ Tmax. 80

80
96 70

70
96

dB

IOS Output Short-circuit Current (VCC = ±15V) 10 30 50 10 30 50 mA

±VOPP Output Voltage Swing (VCC = ±15V)
Tamb = +25oC RL = 10kΩ

RL = 2kΩ
Tmin. ≤ Tamb ≤ Tmax. RL = 10kΩ

RL = 2kΩ

12
10
12
10

14
13

12
10
12
10

14
13

V

SR Slew Rate
(Vi = ±10V, RL =2kΩ, CL= 100pF, unity gain) 0.25 0.5 0.25 0.5

V/µs

tr Rise Time
(Vi = ±20mV, RL = 2kΩ, CL = 100pF, unity gain) 0.3 0.3

µs

KOV Overshoot
(Vi = 20mV, RL = 2kΩ, CL = 100pF, unity gain) 5 5

%

ZI Input Impedance (VCC = ±15V) 1.5 4 1.5 4 MΩ
Ro Output Resistance (VCC = ±15V) 75 75 Ω

GBP Gain Bandwidth Product
(Vi = 10mV, RL = 2kΩ, CL= 100pF, f = 100kHz) 0.5 1 0.5 1

MHz

THD Total Harmonic Distortion
(f = 1kHz, AV = 20dB, RL =2kΩ, VO = 2VPP,CL =
100pF)

0.015 0.015
%

DVio Input Offset Current Drift
25oC ≤ Tamb ≤ Tmax.
Tmin. ≤ Tamb ≤ Tmax.

10
20

100
200

10
20

300
600

pA/oC

DIio Input Offset Voltage Drift
Tmin. ≤ Tamb ≤ Tmax. 3 15 6 30

µV/oC

UA748
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PACKAGE MECHANICAL DATA
8 PINS - PLASTIC DIP

Dim.
Millimeters Inches

Min. Typ. Max. Min. Typ. Max.

A 3.32 0.131

a1 0.51 0.020

B 1.15 1.65 0.045 0.065

b 0.356 0.55 0.014 0.022

b1 0.204 0.304 0.008 0.012

D 10.92 0.430

E 7.95 9.75 0.313 0.384

e 2.54 0.100

e3 7.62 0.300

e4 7.62 0.300

F 6.6 0260

i 5.08 0.200

L 3.18 3.81 0.125 0.150

Z 1.52 0.060

UA748

7/8



PACKAGE MECHANICAL DATA
8 PINS - PLASTIC MICROPACKAGE (SO)

Dim.
Millimeters Inches

Min. Typ. Max. Min. Typ. Max.
A 1.75 0.069

a1 0.1 0.25 0.004 0.010
a2 1.65 0.065
a3 0.65 0.85 0.026 0.033
b 0.35 0.48 0.014 0.019

b1 0.19 0.25 0.007 0.010
C 0.25 0.5 0.010 0.020

c1 45o (typ.)
D 4.8 5.0 0.189 0.197
E 5.8 6.2 0.228 0.244

e 1.27 0.050
e3 3.81 0.150

F 3.8 4.0 0.150 0.157
L 0.4 1.27 0.016 0.050
M 0.6 0.024

S 8o (max.)

Information furnished is believed to be accurate and reliable. However, SGS-THOMSON Microelectronics assumes no responsibility
for the consequences of use of such information nor for any infringement of patents or other rights of third parties which may result
from its use. No license is granted by implication or otherwise under anypatent or patent rights of SGS-THOMSON Microelectronics.
Specifications mentioned in this publication are subject to change without notice. This publication supersedes and replaces all
information previously supplied. SGS-THOMSON Microelectronics products are not authorized for use as critical components in life
support devices or systems without express written approval of SGS-THOMSON Microelectronics.

 1997 SGS-THOMSON Microelectronics – Printed in Italy – All Rights Reserved

SGS-THOMSON Microelectronics GROUP OF COMPANIES
Australia - Brazil - Canada - China - France - Germany - Italy - Japan - Korea - Malaysia - Malta - Morocco

The Netherlands - Singapore - Spain - Sweden - Switzerland - Taiwan - Thailand - United Kingdom - U.S.A.

UA748
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

