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Specifications

Port Sizes 1/4"

Thread Styles NPT, BSPT, BSPP

Flow Capacity 20 SCFM
@ 100 PSI

Bowl Types Aluminum
Polycarbonate

Maximum Temp. Aluminum 175°F, 200 PSIG 
& Pressure* Polycarb. 125°F, 150 PSIG

Filter Capacity 0.01 Micron and Larger

Differential Pressure < 1.5 PSID at Rated Flow

*For higher pressure applications, consult factory. If unit is equipped with 
differential indicator, maximum temperature and pressure are 125°F and 
150 PSIG regardless of bowl design.

Front View Side View

Physical Dimensions

Model # Description A B C D

3C-020-M02-P Metal Bowl, Manual Drain 3.0 6.8 3.0 1.5

3C-020-M02-F Metal Bowl, Float Drain 3.0 6.8 3.0 1.5

3C-020-M02-Fi Metal Bowl, Float Drain w/Indicator 3.0 7.5 3.0 1.5

3C-020-P02-P Poly Bowl, Manual Drain 3.0 6.8 3.0 1.5

3C-020-P02-F Poly Bowl, Float Drain 3.0 6.8 3.0 1.5

3C-020-P02-Fi Poly Bowl, Float Drain w/Indicator 3.0 7.5 3.0 1.5

Order Guide

Metal Bowl Poly Bowl
Port Size Metal Bowl w/Indicator Poly Bowl w/Indicator

Manual Drain 1/4" 3C-020-M02-P 3C-020-M02-Pi 3C-020-P02-P 3C-020-P02-Pi

Float Drain 1/4" 3C-020-M02-F 3C-020-M02-Fi 3C-020-P02-F 3C-020-P02-Fi

Replacement Parts & Accessories

Description Part Number

Bowl O-Ring N32-95-009

Metal Bowl Assembly, N32-95-950
Plastic Float Drain

Differential Indicator N32-W1-DPi

Manual Drain N32-95-182

Brass Float Drain N32-95-978

Plastic Float Drain N32-95-973

Description Part Number

Replacement Element 3C-020

Blanking Cap N32-95-020

Manual Flex Drain N32-95-610

Low Flow Plastic Drain N32-96-400

Poly Bowl, N32-15-160
Plastic Float Drain

Type of contamination: oil
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Specifications

Port Sizes 1/4", 3/8", 1/2"

Thread Styles NPT, BSPT, BSPP

Flow Capacity 60 SCFM @ 100 PSI

Bowl Types Aluminum
Polycarbonate

Maximum Temp. Aluminum 175°F, 200 PSIG
& Pressure* Polycarb. 125°F, 150 PSIG 

Filter Capacity 0.01 Micron and Larger

Differential Pressure < 1.5 PSID at Rated Flow

*For higher pressure applications, consult factory. If unit is equipped with 
differential indicator, maximum temperature and pressure are 125°F and 
150 PSIG regardless of bowl design.

Front View Side View

Physical Dimensions

Model # Description A B C D

3C-060-M04-P Metal Bowl, Manual Drain 3.8 10.0 3.8 2.0

3C-060-M04-F Metal Bowl, Float Drain 3.8 10.5 3.8 2.0

3C-060-M04-Fi Metal Bowl, Float Drain w/Indicator 3.8 11.5 3.8 2.0

3C-060-P04-P Poly Bowl, Manual Drain 3.8 10.0 3.8 2.0

3C-060-P04-F Poly Bowl, Float Drain 3.8 10.5 3.8 2.0

3C-060-P04-Fi Poly Bowl, Float Drain w/Indicator 3.8 11.5 3.8 2.0

Order Guide

Metal Bowl Poly Bowl
Port Size Metal Bowl w/Indicator Poly Bowl w/Indicator

1/4" 3C-060-M02-P 3C-060-M02-Pi 3C-060-P02-P 3C-060-P02-Pi

Manual Drain 3/8" 3C-060-M03-P 3C-060-M03-Pi 3C-060-P03-P 3C-060-P03-Pi

1/2" 3C-060-M04-P 3C-060-M04-Pi 3C-060-P04-P 3C-060-P04-Pi

1/4" 3C-060-M02-F 3C-060-M02-Fi 3C-060-P02-F 3C-060-P02-Fi

Float Drain 3/8" 3C-060-M03-F 3C-060-M03-Fi 3C-060-P03-F 3C-060-P03-Fi

1/2" 3C-060-M04-F 3C-060-M04-Fi 3C-060-P04-F 3C-060-P04-Fi

Replacement Parts & Accessories

Description Part Number

Bowl O-Ring N32-95-257

Metal Bowl Assembly, N34-95-200
Brass Float Drain

Differential Indicator N32-W1-DPi

Manual Drain (for Poly Bowl) N32-95-182

Brass Float Drain N32-95-978

Plastic Float Drain N32-95-973

Poly Bowl, Manual Flex Drain N32-95-610

Description Part Number

Replacement Element 3C-060

Blanking Cap N32-95-020

Manual Drain (for Metal Bowl) PC-02

Poly Bowl, Brass Float Drain N32-15-164

Poly Bowl, Plastic Float Drain N32-15-165

Type of contamination: oil
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al
es

ce
r



Co
al

es
ce

r
90 & 150 SCFM Coalescer

1-800-521-9200 

9

Specifications

Port Sizes 1/2", 3/4", 1"

Thread Styles NPT, BSPT, BSPP

Flow Capacity 90 & 150 SCFM @ 100 PSI

Bowl Types Aluminum
Polycarbonate

Maximum Temp. Aluminum 175°F, 200 PSIG
& Pressure* Polycarb. 125°F, 150 PSIG

Filter Capacity 0.01 Micron and Larger

Differential Pressure < 1.5 PSID at Rated Flow

*For higher pressure applications, consult factory. If unit is equipped with 
differential indicator, maximum temperature and pressure are 125°F and 
150 PSIG regardless of bowl design.

Front View Side View

Physical Dimensions

Model # Description A B C D

3C-090-M06-P Metal Bowl, Manual Drain 4.6 16.75 4.6 2.4

3C-090-M06-F Metal Bowl, Float Drain 4.6 17.5 4.6 2.4

3C-090-M06-Fi Metal Bowl, Float Drain w/Indicator 4.6 19.0 4.6 2.4

3C-090-P06-P Poly Bowl, Manual Drain 4.6 14.0 4.6 2.4

3C-090-P06-F Poly Bowl, Float Drain 4.6 14.5 4.6 2.4

3C-090-P06-Fi Poly Bowl, Float Drain w/Indicator 4.6 15.0 4.6 2.4

Physical dimensions for the 150 SCFM units are identical to the 90 SCFM units.

Order Guide

Metal Bowl Poly Bowl
Port Size Metal Bowl w/Indicator Poly Bowl w/Indicator

1/2" 3C-090-M04-P 3C-090-M04-Pi 3C-090-P04-P 3C-090-P04-Pi

Manual Drain 3/4" 3C-090-M06-P 3C-090-M06-Pi 3C-090-P06-P 3C-090-P06-Pi

1" 3C-090-M08-P 3C-090-M08-Pi 3C-090-P08-P 3C-090-P08-Pi

1/2" 3C-090-M04-F 3C-090-M04-Fi 3C-090-P04-F 3C-090-P04-Fi

Float Drain 3/4" 3C-090-M06-F 3C-090-M06-Fi 3C-090-P06-F 3C-090-P06-Fi

1" 3C-090-M08-F 3C-090-M08-Fi 3C-090-P08-F 3C-090-P08-Fi

1/2" 3C-150-M04-P 3C-150-M04-Pi 3C-150-P04-P 3C-150-P04-Pi

Manual Drain 3/4" 3C-150-M06-P 3C-150-M06-Pi 3C-150-P06-P 3C-150-P06-Pi

1" 3C-150-M08-P 3C-150-M08-Pi 3C-150-P08-P 3C-150-P08-Pi

1/2" 3C-150-M04-F 3C-150-M04-Fi 3C-150-P04-F 3C-150-P04-Fi

Float Drain 3/4" 3C-150-M06-F 3C-150-M06-Fi 3C-150-P06-F 3C-150-P06-Fi

1" 3C-150-M08-F 3C-150-M08-Fi 3C-150-P08-F 3C-150-P08-Fi

Replacement Parts & Accessories

Description Part Number

Bowl O-Ring N32-95-256

Metal Bowl Assembly, N34-15-179
Brass Float Drain

Differential Indicator N32-W1-DPi

Manual Drain (for Poly Bowl) N32-95-182

Brass Float Drain N32-95-978

Description Part Number

Plastic Float Drain N32-95-973

Replacement Element 3C-090, 3C-150

Blanking Cap N32-95-020

Manual Drain (for Metal Bowl) PC-03

Poly Bowl, Brass Float Drain N32-15-166

Type of contamination: oil
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Specifications

Port Sizes 1-1/4", 1-1/2", 2"

Thread Styles NPT, BSPP

Flow Capacity 300 SCFM @ 100 PSI

Bowl Types Aluminum

Maximum Temp. 175°F
Maximum Pressure* 200 PSIG

Filter Capacity 0.01 Micron and Larger

Differential Pressure < 1.5 PSID at Rated Flow

*For higher pressure applications, consult factory. If unit is equipped with 
differential indicator, maximum temperature and pressure are 125°F and 
150 PSIG regardless of bowl design.

Front View Side View

Physical Dimensions

Model # Description A B C D

3C-300-M12-P Metal Bowl, Manual Drain 7.8 27.5 7.8 3.9

3C-300-M12-F Metal Bowl, Float Drain 7.8 32.0 7.8 3.9

3C-300-M12-Fi Metal Bowl, Float Drain w/Indicator 7.8 33.0 7.8 3.9

3C-300-M16-P Metal Bowl, Manual Drain 7.8 27.5 7.8 3.9

3C-300-M16-F Metal Bowl, Float Drain 7.8 32.0 7.8 3.9

3C-300-M16-Fi Metal Bowl, Float Drain w/Indicator 7.8 33.0 7.8 3.9

Order Guide

Port Size Metal Bowl Metal Bowl w/Indicator

Manual Drain 1-1/4" 3C-330-M10-P 3C-300-M10-Pi

1-1/2" 3C-300-M12-P 3C-300-M12-Pi

2" 3C-300-M16-P 3C-300-M16-Pi

Float Drain 1-1/4" 3C-300-M10-F 3C-300-M10-Fi

1-1/2" 3C-300-M12-F 3C-300-M12-Fi

2" 3C-300-M16-F 3C-300-M16-Fi

Replacement Parts & Accessories

Description Part Number

Bowl O-Ring N32-F35-OR

Float Drain N32-95-XD8

Differential Indicator N32-W1-DPi

Manual Drain (for Metal Bowl) KSG-071

Description Part Number

Electronic Drain N32-XED-04

Replacement Element 3C-300

Blanking Cap N32-95-020

Type of contamination: oil
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Specifications

Port Sizes 1-1/4", 1-1/2", 2", 3"

Thread Styles* NPT, BSPT, BSPP

Flow Capacity 400, 700 & 1200 SCFM
@ 100 PSI

Bowl Types Aluminum

Maximum Temp. 175°F
Maximum Pressure** 200 PSIG

Filter Capacity 0.01 Micron and Larger

Differential Pressure < 1.5 PSID at Rated Flow

*3” unit is available in NPT thread only. **For higher pressure applications,
consult factory. If unit is equipped with differential indicator or float drain,
maximum temperature and pressure are 125°F and 150 PSIG regardless of
bowl design.

Front View

Physical Dimensions

Model # Description A B C D

3C-400-M10-P Metal Bowl, Manual Drain 7.8 27.5 7.8 3.9

3C-400-M10-F Metal Bowl, Float Drain 7.8 32.0 7.8 3.9

3C-400-M10-Fi Metal Bowl, Float Drain w/Indicator 7.8 33.0 7.8 3.9

3C-400-M12-P Metal Bowl, Manual Drain 7.8 27.5 7.8 3.9

3C-400-M12-F Metal Bowl, Float Drain 7.8 32.0 7.8 3.9

3C-400-M12-Fi Metal Bowl, Float Drain w/Indicator 7.8 33.0 7.8 3.9

3C-400-M16-P Metal Bowl, Manual Drain 7.8 27.5 7.8 3.9

3C-400-M16-F Metal Bowl, Float Drain 7.8 32.0 7.8 3.9

3C-400-M16-Fi Metal Bowl, Float Drain w/Indicator 7.8 33.0 7.8 3.9

3C-1200-M24-P Metal Bowl, Manual Drain 8.0 39.5 8.0 4.0

3C-1200-M24-F Metal Bowl, Float Drain 8.0 45.0 8.0 4.0

Physical dimensions for 400 and 700 SCFM housing are identical.

Order Guide

Metal Bowl Metal Bowl
Port Size Metal Bowl w/Indicator Metal Bowl w/Indicator

1-1/4" 3C-400-M10-P 3C-400-M10-Pi 3C-700-M10-P 3C-700-M10-Pi

Manual Drain 1-1/2" 3C-400-M12-P 3C-400-M12-Pi 3C-700-M12-P 3C-700-M12-Pi

2" 3C-400-M16-P 3C-400-M16-Pi 3C-700-M16-P 3C-700-M16-Pi

3" 3C-1200-M24-P

1-1/4" 3C-400-M10-F 3C-400-M10-Fi 3C-700-M10-F 3C-700-M10-Fi

Float Drain 1-1/2" 3C-400-M12-F 3C-400-M12-Fi 3C-700-M12-F 3C-700-M12-Fi

2" 3C-400-M16-F 3C-400-M16-Fi 3C-700-M16-F 3C-700-M16-Fi

3" 3C-1200-M24-F

Replacement Parts & Accessories

Description Part Number

Bowl O-Ring (400/700) N32-F35-OR

Float Drain N32-95-XD8

Differential Indicator (400/700) N32-W1-DPi

Manual Drain (for Metal Bowl) KSG-071

Description Part Number

Electronic Drain N32-XED-04

Replacement Element 3C-400, 3C-700,
3C-1200

Blanking Cap (400/700) N32-95-020

Bowl O-Ring (1200) PHC-032

Side View

Type of contamination: oil
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Specifications

Port Sizes 3", 4", 6" RFSO

Thread Styles Raised Face 150# Flanges

Flow Capacity 1900 & 3000 SCFM
@ 100 PSI

Bowl Types Epoxy Coated Steel

Maximum Temp. 125°F
Maximum Pressure* 150 PSIG

Filter Capacity 0.01 Micron and Larger

Differential Pressure < 1.5 PSID at Rated Flow

*For higher pressure applications, consult factory. If unit is equipped with dif-
ferential indicator, maximum temperature and pressure are 125°F and 150
PSIG regardless of bowl design.

Front View Side View

Physical Dimensions

Model # Description A B C

3C-1900-MFD-P 3" Manual Drain 20.0 44.75 19.0

3C-1900-MFD-X 3" External Float 20.0 44.75 19.0

3C-1900-MFE-P 4" Manual Drain 20.0 44.75 19.0

3C-1900-MFE-X 4" External Float 20.0 44.75 19.0

3C-3000-MFF-P 6" Manual Drain 20.0 44.75 19.0

3C-3000-MFF-X 6" External Float 20.0 44.75 19.0

All 3C-1900 units require a minimum 25" clearance between the bottom of housing and floor for installation
All 3C-3000 units require a minimum 36" clearance between the bottom of housing and floor for installation

Order Guide

Port Size Metal Bowl w/Indicator

3" 3C-1900-MFD-P

Manual Drain 4" 3C-1900-MFE-P

6" 3C-3000-MFF-P

3" 3C-1900-MFD-X

Float Drain 4" 3C-1900-MFE-X

6" 3C-3000-MFF-X

Replacement Parts & Accessories

Description Part Number

Float Drain N32-95-XD8

Differential Indicator N32-P2-DPi

Electronic Drain N32-XED-04

Replacement Element 3C-1900 or 3C-3000

Type of contamination: oil
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

