
Features
• MultiMediaCard (MMC) Form Factor
• Single 2.7V to 3.6V Supply
• 66 MHz Max Clock Frequency
• Serial Peripheral Interface (SPI) Compatible
• Low Power Dissipation

– 10 mA Active Read Current Typical
– 25 µA CMOS Standby Current Typical

• Industrial Temperature Range
• Pb-free/RoHS-compliant Package

1. Description
The AT45DCB008D, AT45DCB004D and AT45DCB002D are 2.7-volt only SPI com-
patible serial interface DataFlash® Cards. They are offered in 8-megabyte (64-Mbit),
4-megabyte (32-Mbit) and 2-megabyte (16-Mbit), densities. These 7-pin cards are
form factor compatible to the MultiMediaCard standard leveraging on a wide range of
low cost connectors that are commercially available. Additionally, the DataFlash Card
is pinout compatible to the SPI version of the MMC card.

The small form factor and simple interface make the DataFlash Card ideal for a wide
variety of data- and program code-storage applications where a removable storage
medium is required. Applications range from voice/audio, text or image storage to
software applications, system upgrades and software patches.

For detailed device specifications, please refer to the corresponding DataFlash
datasheets:

• AT45DCB008D reference AT45DB642D

• AT45DCB004D reference AT45DB321D

• AT45DCB002D reference AT45DB161D

Table 1-1. Pin Configuration

Pin # Pin Name Function Figure 1-1. DataFlash Card - Top View

1 CS Chip Select

2 SI Serial Input

3 GND Ground

4 VCC Supply

5 SCK Serial Clock

6 NC No Connect

7 SO Serial Output

7 6 5 4 3 2 1
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AT45DCB008D/004D/002D

Note: 1. The 7DF1 is a Pb-free/RoHS-compliant package.

2. Ordering Information
fSCK 

(MHz)

ICC (mA)

Ordering Code Package Operation RangeActive Standby

66 15 0.05
AT45DCB008D
AT45DCB004D

AT45DCB002D

7DF1(1) Industrial
(-40° C to 85° C)

Package Type

7DF1 7-lead, 2.5 mm Pitch 24 x 32 x 1.4 mm Body DataFlash Card
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3. Packaging Information

3.1 7DF1 – DataFlash Card
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COMMON DIMENSIONS
(Unit of Measure = mm)

SYMBOL MIN NOM MAX NOTE

A 1.30 1.40 1.50

B 2.40 TYP

C 4.00 TYP

D 31.90 32.00 32.10

D1 28.00 REF

E 23.90 24.00 24.10

E1 22.00 REF

E2 20.00 REF

E3 15.00 TYP

F 11.20 REF

G 8.13 TYP

e 2.50 TYP



4
3607E–DFLASH–01/08

AT45DCB008D/004D/002D

4. Revision History

Revision Level Revision Date History

A – November 2005 Initial release

B – March 2006 Added text to indicate that DataFlash cards are Pb-free

C – April 2006 Added text to indicate that DataFlash cards are RoHS compliant

D – July 2007 Added AT45DCB001D part number.

E – January 2008 Removed AT45DCB001D part number.
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О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
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Перечень производителей, продукцию которых мы поставляем 

на российский рынок 
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С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

