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Mechanical Encoders

SERIES 26
Binary and Gray Code

DIMENSIONS  In inches (and millimeters)

Maximum Switch Angle
Positions A

8 67.5°
16 33.75°

Unless specified otherwise, all tolerances are ± .015 ( 0,38)

SPECIFICATIONS
Electrical Ratings
Rated: 25,000 cycles with logic compatible
loads. Make and break 200 mA.
Contact Resistance: 500 milliohms maximum
(less than 100 milliohms initially)
Insulation Resistance: 1000 megohms
minimum (10,000 megohms initially)
Dielectric Strength: 250 Vac minimum

Materials and Finishes
Panel Seal: Silicone Rubber
Shaft Seal: Fluorosilicone
Mounting Nut (mounting hardware–one
per switch): Brass, cadmium-plated
Internal Tooth Lockwasher (mounting
hardware–one per switch): Steel,
cadmium-plated
Detent Balls: Carbon steel, nickel-plated
Detent Spring: Pretinned music wire
Detent Rotor: Thermoplastic
Shaft, Stop Arm and Stop Pins: Stainless
steel
Bushing: Zamak II tin/zinc alloy, zinc-plated
Switch Base: Diallyl phthalate
Printed Circuit Board: NEMA Grade FR-4.
Terminals: Brass, gold-plated over nickel
plate
Contacts: Copper alloy, gold-plated over
nickel plate

Additional Characteristics
Rotational Torque: 4 to 8 oz-in on a new
switch.
Vibration Resistance: 10 to 55 Hz at
0.060" double amplitude; no damage and
no contact openings per MIL-STD-202,
Method 201A

Grayhill part number and date
code marked on label. Customer
part number marked on request.
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ANGLE A

.094 (2,39)

.203 ± .003
(5,16 ± 0,10)
ACROSS FLATS

.500 ± .015
(12,7 ± 0,38) DIA.

POS. 0
OF BUSHING FLATS

1/4-28 UNF-2A THREAD

.025 ± .005
(0,64 ± 0,13)
3 PLACES

.180 (4,57)

.332 (8,43)

.957
(24,31)
REF.

.250 (6,35)

.375 (9,53)

.250 (6,35)

.125 ± .003 DIA.
(Ø 3,18 ± 0,10)

C

1 2

8 4
C L

C L

COMMON TERMINAL

.300
(7,62)

.150 (3,81)
2 PLACES

.100 (2,54)
2 PLACES

.200 (5,08)

Shock Resistance: Passes medium
requirement  MIL-S-3785 (MIL-STD-202,
Method 213)
Stop Strength: 5 in-lbs minimum
Terminals: All switches are provided with
all 5 terminals, regardless of the number of
active positions.
Relative Humidity: 90-95% at 40oC for 240
hours (MIL-STD-202 Method 103, Test
Condition A)

OPTIONS
Adjustable Stop Switches
The switch may have continuous rotation, or
be adjusted to limit the rotation. The panel
seal ring can be removed to expose the stop
pin holes on the front of the switch. Two stop
pins and panel seal o-ring are supplied with
the switch. One or both may be used to limit
the rotation as desired.

Shaft and Panel Seal
All switches are provided with a shaft and
panel seal.

ACCESSORIES
Control knobs available, see page I-57.

Number of Part
Positions Number

16 Positions 26GS22-01-1-16S-C

All switches have shorting contacts.
** Contact Grayhill for availability of Series 26
Gray Code Output switches with adjustable
stops.

Gray Code Output–Continuous Rotation**
ORDERING INFORMATION
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CODE AND TRUTH TABLE

  BCD Output*        Gray Output*

1 2 4 8 1 2 4 8

1 0

2 1 ● ●

3 2 ● ● ●

4 3 ● ● ●

5 4 ● ● ●

6 5 ● ● ● ● ●

7 6 ● ● ● ●

8 7 ● ● ● ●

9 8 ● ● ●

10 9 ● ● ● ● ●

11 10 ● ● ● ● ● ●

12 11 ● ● ● ● ● ●

13 12 ● ● ● ●

14 13 ● ● ● ● ● ●

15 14 ● ● ● ● ●

16 15 ● ● ● ● ●

*Dot indicates terminal tied to common.
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Available from your local Grayhill Distributor.
For prices and discounts, contact a local Sales
Office, an authorized local Distributor or Grayhill.

AVAILABLE CODES
• Hexadecimal
• Octal
• BCD (Adjusted)
• Quadrative
• Custom (4-Bit, 16 position maximum)

Number of Part
Positions Number

8 Positions 26ASD45-01-1-AJS
16 Positions 26ASD22-01-1-AJS

BCD Output–Adjustable Stop

I-53



 

гарантия бесперебойности производства и 
качества выпускаемой  продукции 

 

 

 

О компании 

 ООО "ТрейдЭлектроникс"  - это оперативные поставки широкого 

спектра электронных компонентов отечественного и импортного 
производства напрямую от производителей и с крупнейших мировых 

складов. Реализуемая нашей компанией продукция насчитывает более 
полумиллиона наименований. 

Благодаря этому наша компания предлагает к поставке практически 
не ограниченный ассортимент компонентов как оптовыми, мелкооптовыми 

партиями, так и в розницу. 

Наличие собственной эффективной системы логистики обеспечивает 

надежную поставку продукции по конкурентным ценам в точно указанные 
сроки. 

Срок поставки со стоков в Европе и Америке – от 3 до 14 дней. 

Срок поставки из Азии – от 10 дней. 

Благодаря развитой сети поставщиков, помогаем в поиске и 
приобретении экзотичных или снятых с производства компонентов. 

Предоставляем спец цены на элементы для создания инженерных 

сэмплов. 

Упорный труд, качественный результат дают нам право быть 

уверенными в себе и надежными для наших клиентов. 

Наша компания это: 

 Гарантия качества поставляемой продукции 

 Широкий ассортимент 

 Минимальные сроки поставок 

 Техническая поддержка 

 Подбор комплектации 

 Индивидуальный подход 

 Гибкое ценообразование 

Наша организация особенно сильна в поставках модулей, 
микросхем, пассивных компонентов, ксайленсах (ХС), EPF, EPM и силовой 

электроники. 

Большой выбор предлагаемой продукции, различные виды оплаты и 

доставки, позволят Вам сэкономить время и получить максимум выгоды от 
сотрудничества с нами! 
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гарантия бесперебойности производства и 
качества выпускаемой  продукции 

Перечень производителей, продукцию которых мы поставляем 

на российский рынок 



гарантия бесперебойности производства и 
качества выпускаемой  продукции 

С удовольствием будем прорабатывать для Вас поставки всех 
необходимых компонентов по текущим запросам для скорейшего 

выявления групп элементов, по которым сотрудничество именно с нашей 
компанией  будет для Вас максимально выгодным! 

С уважением, 

Менеджер отдела продаж ООО 

«Трейд Электроникс» 

Шишлаков Евгений

8 (495)668-30-28 доб 169  

manager28@tradeelectronics.ru 

http://www.tradeelectronics.ru/ 

http://www.tradeelectronics.ru/

